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Sound specifications
Noise of Time - Complicite

VENUE to provide:
No. of Item
Music & Vocal system - see Coverage plans for useage

Full-range stereo proscenium system:
4x - 6x d&b E9 loudspeaker’s with appropriate controller/amplifier’s and flying hardware 

(quantity depends on auditorium size)
2 x d&b B1 sub-bass

Vocal Cluster:
4 x d&b C6 loudspeaker’s with appropriate controller/amplifier’s and flying hardware to 

rig in 2 x 2 formation

Side-fills
2 x d&b E3’s or Meyer UPM’s with appropriate controller/amplifier’s 

(flying hardware not required)

Under-Balcony Delay speaker’s:
as necessary

Upstage
2 x d&b E9’s, Meyer UPA’s with appropriate controller/amplifier’s 

(flying hardware not required)

Surround system - see Coverage plans for useage
1 Surround Sound System: consisting of d&b E3 or Meyer UPM loudspeakers

Please note:  We are open to suggestions for substitutions, but these must be approved by 
Gareth Fry at least 1 week in advance of the fit-up.  

Mic.s
1 x reverse radio (In Ear Monitor system)

batteries for above, 1 per performance, 1 per tech session
2 x Sennheiser MKH416 rifle mic’s:

2 with sprung clips with hook clamp mounting
1 x Shure SM58 mic, on mic stand

Cable
Complcite will provide cable to connect the Mixer to the outboard equipment.  Multi’s, speaker cable, 
mains cable, etc should be provided by the venue to connect the system as detailed in the attached 
schematic & layout plans.

Mains
1 x APC-1400 Smart UPS, or equivalent
1 x Furman power conditioner
The system should be connected to a dedicated sound mains supply, ie not used for anything other 
than sound equipment.  Mains distribution should be provided as necessary.  The FOH Mix position 
will operate off a single mains feed, terminated at the Mixer Power Supply Rack, which then has a 20m 
run to the Mix Position.



Comms
Hard wired comms system on 1 circuit (single muff): Sound, LX, Projection, Stage Left, Stage Right, 
Flys, Winch, Followspot, Translator, Spare

Please note: all equipment supplied must be of professional audio quality, in good working order and 
constant for the duration of the run.  We reserve the right to reject any item supplied, if it is deemed to be 
of inadequate quality, unsuitable for it’s supposed purpose or in poor condition whether of a cosmetic or 
electrical nature.  Unless otherwise specified, all speakers, rigging accessories, mic. stands etc must be 
matt black in colour.

VENUE to hire from Complicite:

Mixer
1 x Yamaha mixer

Outboard
3 x 12u racks, forming stand for mixer, containing:
1 x Lexicon PCM-80
3 x BSS Soundweb 9088 configurable matrix, with XLR patchbay 
1 x Denon DNC635 CD
1 x mm productions relay controller
2 x Akai s6000 sampler’s, 256Mb RAM, 9gig hard drive, USB card
2 x PC computer’s running GType for Windows and Soundweb Designer
2 x mains distro 
2 x ADAT - analogue converters

We have found in the past that as most of this equipment is highly specialised and not able to be 
substituted with other models, it is often both difficult and expensive to hire this equipment locally.  
Therefore we intend to hire/buy this equipment in the UK and tour it with us, on the condition that the 
venue agree’s to pay Complicite a mutually agreed fee to cover Complicite’s costs in obtaining the 
equipment.  We feel this arrangement will mutually benefit both Complicite and each venue.

Thanks, 

Gareth Fry & Chris Shutt
Sound Designers version: GF/11/7/2005



MIX POSITION PLAN

12u
Rack

18u
Rack

VDU

Yamaha mixer
Dimensions in flightcase :

700mm x 700mm

Yamaha mixer

MIX POSITION RACKING

600mm

12u
Rack

PLEASE NOTE: WE REQUIRE AN AUDITORIUM MIX POSITION:
THIS MUST BE A LEVEL AREA OF  2m x 1.3m.  ALL VENUES ARE REQUESTED 

TO CONFIRM WITH THEIR BOX OFFICE TO ENSURE THAT, IF NECESSARY, THE 
REQUIRED SEATING HAS BEEN TAKEN OFF SALE
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frame description module
31 RIFLE USR AD1
32 RIFLE USL AD2
15 58 AD3
16 CD DCA

3 SFX 1 AD9
19 SFX 2 AD10

4 Tune bed AD11
5 SFX B AD12
6 SFX C AD13
7 SFX D AD14
8 SFX E AD15
9 SFX 9 Applause->FOH AD16

25 SFX 10 Applause->Surr ADAT1
10 VO A ADAT2
11 VO B ADAT3
12 VO C ADAT4
20 ->PCM ADAT5
21 ->FX 1 ADAT6
22 ->FX 2 ADAT7
23 FX2 Reverb L
24 FX2 Reverb R

1 CD AD7
17 CD AD8
14 PCM81 #1 L AD5
30 PCM81 #1 R AD6
13 Rifle DCA
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Hall

Akai s6000 sampler
#2

Denon  Compact-Disc

Lexicon PCM81

Akai s6000 sampler
#1

mm productions 
relay

Bugsy

MIDI switcher
BSS Soundweb 9088

BSS Soundweb 9088

KVM switcher

Rackmount PC’s A & B

CAT5 link

Serial lead (10m)

MIDI Out 
(10m)
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relay data

2x VGA, 4x 
PS-2 (10m)

keyboard monitor

Data schematic
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Yamaha 02r mixer
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Upstage - FX speakers, on stage

Layout
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VOCAL SYSTEM COVERAGE

FRONT FILL SPEAKER’S

VOCAL CLUSTER

PROSCENIUM SPEAKER’S

NOISE OF TIME
GENERIC SYSTEM COVERAGE

FOR 2-LEVEL AUDITORIUM



MUSIC SYSTEM COVERAGE

SURROUND SYSTEM COVERAGE
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SOUND
MIXER



SURROUND SYSTEM COVERAGE
BALCONY


